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        WIRE TO BOARD CONNECTOR ---- 1001 Series

1W1001XX-WOR0S0 (Wafer)

     1. Pitch 1.00mm
     2. 02~30 Pin
     3. SMT Type (without post)
     4. Operation : Horizontal Type
     5. Dim.: 4.25 L x [ (Pin+1) x 1 ] W x 2.90 H mm

1W1001XX-HO00N0 (Housing)

     1. Pitch 1.00mm
     2. 02~30 Pin
     3. Use With: 1W1001XX-TOPX00
     4. Mates With: 1W1001XX-WOR0S0, 1W1001XX-WOR0NB,
                              1W1001XX-WOV0S0, 1W1001XX-WOV00C
     5. Dim.: 5.00 L x (Pin+1) W x 2.80 H mm

1W1001XX-HO0000 (Housing)

     1. Pitch 1.00mm
     2. 02~30 Pin
     3. Use With: 1W1001XX-TOPX00
     4. Mates With: 1W1001XX-WOR0S0, 1W1001XX-WOR0NB,
                              1W1001XX-WOV0S0, 1W1001XX-WOV0SC
     5. Dim.: 5.00 L x (Pin+3) W x 2.80 H mm

1W1001XX-TOPX00 (Terminal)
      
   Use With: 1W1001XX-HO00X0

1W1001XX-WOR0NB (Wafer)

     1. Pitch 1.00mm
     2. 02~30 Pin
     3. SMT Type (without post)
     4. Operation : Horizontal Type
     5. Dim.: 4.25 L x [ (Pin+1) x1 ] W x 2.90 H mm

1W1001XX-WOV0S0 (Wafer)

     1. Pitch 1.00mm
     2. 02~30 Pin
     3. SMT Type (without post)
     4. Operation : Vertical Type
     5. Dim.: 4.25 L x (Pin+2) W x 2.90 H mm

1W1001XX-WOV0SC (Wafer)

     1. Pitch 1.00mm
     2. 02~30 Pin
     3. SMT Type (without post)
     4. Operation : Vertical Type
     5. Dim.: 4.25 L x (Pin+2) W x 2.90 H mm

Halogen-Free




